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Environmental Mitigation Implementation Schedule — Tung Chung New Town Extension

=0 S Recommended Mitigation Measures

Objectives  of  the
Recommended

Implementation

Location /| Implementation

Requirements
and / or

Ref. Log Ref Measures & Main|Agent Stage standards to be
Concerns to address achieved

9.11.2 EC26 Eco-shoreline monitoring Monitor the | CEDD/ Post-construction |e EIA
colonisation and | Contractor shoreline at | phase, twice in

establishment of fauna
and/or  flora, water
quality, and
recruitments of fisheries
species

PDA | wet and dry

reclamation | seasons

respectively,  at
least 3  years,
subject to review

e Contractual
requirements
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Environmental Mitigation Implementation Schedule — Tung Chung New Town Extension

Objectives  of  the Requirements
EIA EM&A S Recommended Implementation . Implementation | and /
Ref. Log Ref REEITEReIe] MITHIEIET MCERIITES Measures & Main | Agent HEET Stage standards to be
Concerns to address achieved
Fisheries
S10.8 | F1 Good Site Practices To protect the fisheries | Contractor In Construction phase |e EIA
resources reclamation
o Contractual
area .
requirements
S10.8 | F2 No dumping To protect the fisheries | Contractor In Construction phase [e EIA
resources reclamation
o Contractual
area .
requirements
S10.8 | F3 Spill response plan To protect the fisheries | Contractor In Construction phase (e EIA
resources reclamation
¢ Contractual
area .
requirements
S109 | F4 Follow the mitigation measures proposed in the water | To protect the fisheries | Contractor Waters in| Construction phase |e EIA
quality assessment for the construction and operation phases | resources Northern and operation
. ¢ Contractual
of the project. Lantau phase .
requirements
S109 | F5 Follow the mitigation measure of eco-shoreline in ecology | To enhance the fisheries | Contractor Eco- Construction phase e EIA
chapter for the construction and operation phases of the |resources shorelines | and operation
; ¢ Contractual
project. phase

requirements
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Environmental Mitigation Implementation Schedule — Tung Chung New Town Extension

Objectives of the

Requirements

EIA EM&A Recommended Mitigation Measures Recommended Measures | Implementati L ocation Implementation | and / or
Ref. Log Ref & Main Concerns to | on Agent Stage standards to be
address achieved
Landscape and Visual (Construction Phase)
S11.7 LV1 Optimisation of Construction Areas & Providing | Minimise the landscape | Relevant Through-out Construction Phase
MM Temporary Landscape on Temporary Construction — | and visual impacts arising | Government Tung Chung
Construction areas’ control shall be enforced, where | from the construction | Departments / | West (TCW)
possible, to ensure that the landscape and visual impacts | activities Private Sector | area and Tung
arising from the construction activities are minimised. Chung  East
. . . (TCE) area
It includes reduction of the extent of working areas and
temporary works areas, management on storing and using
the construction equipment and materials, and
consideration of detailed schedules to shorten the
construction period. Temporary landscape treatments are
considered to be adopted such as applying hydro-seeding
on temporary stockpiles and reclamation areas to alleviate
the potential impacts.
S11.7 LV2 Minimize Topographical Change — The footprint of | Reduce topographical | Relevant Through-out Prior to ¢ GEO
MM2 construction elements and temporary works areas should | changes and minimize land | Government TCW area Construction & Publication
be optimised to reduce topographical/ landform changes, | resumption Departments / Construction Phase | No/1/2011,
as well as reduce land take and interference with natural Private Sector Technical
terrain. Where there is a need to significantly cut into the Guidelines on
existing landform, retaining walls and cut slopes should be Landscape
considered as appropriate. Treatment for
To minimize landform changes and land resumption, Slopes
earthworks and engineered slopes should be designed to be
a visually interesting, compatible with the surrounding
landscape and to mimic the natural contouring and terrain
as appropriate.
S11.7 LVv3 Preservation of Potentially Registerable OVTs, Rare and | Protect and Preserve Trees | Relevant Onsite, Prior to e ETWB TC(W)
MM3 Protective Vegetation — Exiting trees to be retained within Government particularly Construction & N0.29/2004
the Project Site should be carefully protected during Departments / | for TCW area | Construction Phase | and DEVB
construction. In particular Potentially Registerable OVTs Private Sector TC(W)

are considered to be preserved according to ETWB
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Environmental Mitigation Implementation Schedule — Tung Chung New Town Extension

Objectives of the

Requirements

EIA EM&A Recommended Mitigation Measures Recommended Measures | Implementati L ocation Implementation | and / or
Ref. Log Ref g & Main Concerns to | on Agent Stage standards to be
address achieved
Technical Circular (Works) No. 29/2004. Rare and No0.10/2013.
Protective Vegetation shall be protected following Forestry .
. ; e Greening,
Regulations (Cap.96) and Protection of Endangered Landscane and
Species of Animals and Plants Ordinance (Cap.586). Tree P
Detailed Tree Protection Specification shall be provided in Management
the Contract Specification according to DEVB TCW No. Sectio%
10/2013 Tree Preservation. Following DEVB (GLTM)
- . . (GLTM) of the
Guidelines for Tree Preservation during Development, the
. . Development
Contractor shall be required to submit, for approval, a
. - . Bureau,
detailed working method statement for the protection of -
. . . Guidelines on
trees prior to undertaking any works adjacent to all Tran
retained trees, including trees in contractor’s works areas. .
Preservation
A detailed tree survey will be carried out for the Tree during
Removal Application (TRA) process which will be carried Development
out at the later detailed design stage of the Project. The (April, 2015)
detailed tree survey will propose which trees should be
retained, transplanted or felled and will include details of
tree protection measures for those trees to be retained.
S11.7 Lv4 Transplanting of Existing Trees — Trees unavoidably | Transplant Trees where | Relevant Onsite where | Prior to e DEVB TC(W)
MM4 affected by the Project works should be transplanted where | suitable for transplantation | Government possible, Construction & No0.10/2013
practical. Trees should be transplanted straight to their Departments / | otherwise Construction Phase | and LAO
final receptor locations within the site and not held in a Private Sector | consider PN7/2007
temporary nursery as far as possible. offsite « HyD
A detailed Tree Transplanting Specification shall be locations HQ/GN/13
provided in the Contract Specification, where applicable. Interim

Sufficient time for necessary tree root and crown
preparation periods shall be allowed in the project
programme. A detailed transplanting proposal will be
submitted to relevant government departments for
approval in accordance with DEVB TCW 10/2013 and
LAO PN 7/2007 and final locations of transplanted trees
should be agreed prior to commencement of the work.

For trees associated with highways e.g. roadside planting

Guidelines for
Tree
Transplanting
Works  under
Highways
Department’s
Vegetation
Maintenance
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Environmental Mitigation Implementation Schedule — Tung Chung New Town Extension

Objectives of the

Requirements

EIA EM&A Recommended Mitigation Measures Recommended Measures | Implementati L ocation Implementation | and / or
Ref. Log Ref & Main Concerns to | on Agent Stage standards to be
address achieved
along highways, that are unavoidably affected and should Ambit
be transplanted._HyD HQ/GN/13 ‘I_nterim Guidelines folr «GLTM of the
Tree Transplanting Works under Highways Department's Development
Vegetation Maintenance Ambit’ should be referred to. Bureau
Guidelines on
Tree
Preservation
during
Development
(April, 2015)
S11.7 LV5 Screen hoarding — To reduce negative visual impact, | To screen undesirable | Relevant Through-out Construction Phase
construction site hoarding should be erected around the | views of the work site. Government TCW and
MM5 . . - . .
site to screen pedestrian level views into the construction Departments / | TCE areas
area from visual sensitive receivers. Private Sector
Hoarding design should consider greening measures such
as colour and form should be adopted to improve its visual
appearance.
S11.7 LV6 Adopting Non-dredge Method for the Reclamation — | Minimize the potential | Relevant Through-out Construction Phase |e Foreshore and
In order to minimize the potential adverse impacts caused | adverse impacts caused by | Government TCE area Sea-bed
MM6 . . - . .
by the reclamation, a number of alternative construction | the reclamation Departments / (Reclamations)
methodologies has been critically examined. After Private Sector Ordinance
considering all the options such as fully dredged, partially (Cap.127)
dredged and non-dredged methods for seawall construction
and reclamation, non-dredged method for both the seawall
construction and reclamation are recommended so as to
minimize the generation of dredged sediment.
S11.7 LVv7 Protection of Natural Rivers and Streams — For all the | Protection of  Natural | Relevant Through-out | Prior to|e EPD ProPECC
MM7 natural rivers and streams inside the development area, in | Rivers and Streams Government TCW area Construction &| PNL1/94

accordance with ETWB TCW 5/2005, consideration of
protection measures should be made to minimize any
impacts from the construction works, especially those

Minimize the impacts from
the construction works

Departments /
Private Sector

Construction Phase

Construction
Site Drainage.

e DSD Technical
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Environmental Mitigation Implementation Schedule — Tung Chung New Town Extension

Objectives of the

Requirements

EIA EM&A Recommended Mitigation Measures Recommended Measures | Implementati L ocation Implementation | and / or
Ref. Log Ref & Main Concerns to | on Agent Stage standards to be
address achieved
development near Tung Chung Stream. Circular  No.
According to the latest RODP, a 30m buffer zone will be 212004.
zoned as “CA”. Precast structures or other similar e ETWB TC(W)
approaches will be used to prevent / minimise any No0.5/2005
construction works in river and thus to avoid any direct Protection  of
water quality impact. Good site management as stipulated natural
in ProPECC PN1/94 will be fully implemented to avoid streams/rivers
polluted liquid or solid wastes from falling into the river from  adverse
waters. impacts arising
from
construction
works
S11.7 LV8 Preservation of Natural Coastline — The natural coastline | Preservation of Natural | Relevant Onsite where | Prior to
along the proposed “RO” of the RODP in TCW should be | Coastline Government possible Construction &
MM8 . . . .
preserved. The remaining natural shorelines in Tung Departments Construction Phase
Chung Bay including sandy shores close to the Tung
Chung old pier will be conserved as a Waterfront Park
according to the latest RODP.
S11.7 LV9 Providing Natural Rock Material/ Planting for Artificial | Mitigate the impacts on | Relevant Onsite where | Prior to
Seawall — There would be inevitable permanent losses of | existing artificial seawalls | Government possible Construction &
MM9 . i .
marine waters (seabed and water column), and direct Departments Construction Phase

impacts on existing artificial seawalls due to the
reclamation. To minimize the impacts, the design of the
future seawall like ‘eco-shoreline’ could be improved to
provide high ecological functions and mitigate the impact
of the loss.

An ‘eco-shoreline’ is any shoreline which provides
beneficial functions to the local ecosystem through a range
of active or passive solutions, whilst providing coastal
protection. By means of using natural rock materials for
artificial seawall and considering to introduce a native
vegetation buffer directly behind the top of seawalls as
appropriate to create habitat, shelter and a source of food
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Environmental Mitigation Implementation Schedule — Tung Chung New Town Extension

Objectives of the

Requirements

EIA EM&A Recommended Mitigation Measures Recommended Measures | Implementati L ocation Implementation | and / or
Ref. Log Ref & Main Concerns to | on Agent Stage standards to be
address achieved
for benefiting both terrestrial and aquatic species along the
foreshore, these measures can help to enhance the
ecological functions and ‘natural-look’ of the shoreline,
and the potential impacts will be mitigated.
Landscape and Visual (Operational Phase)
S11.7 LV10 Compensatory Planting — Compensatory planting for | Compensate for trees and | Relevant Onsite where | Prior to ¢ DEVB TC(W)
MM10 felled trees shall be provided to the satisfaction of relevant | shrubs lost due to the | Government possible, Construction, No0.10/2013
Government departments. Required numbers and locations | Project Departments / | particular-ly Construction Phase | and LAO PN
of compensatory trees shall be determined and agreed Private Sector | for TCW area | & Maintenance in 7/2007.
separately with Government during the Tree Removal Operation Phase
Application process under DEVB TCW No. 10/2013 and *GLTM of the
LAO PN 7/2007. Development
Bureau,
The location of compensatory planting is proposed at the Guidelines on
potential open areas such as open spaces, amenity areas, Tree
open areas of the streetscapes including roadside planting, Preservation
as well as the open areas within development lots. during
The species to be planted should be all native species, Deve_Ilopment
taken “Characteristics of Major Local Tree Species (April, 2015)
Propagated by AFCD” as a reference. A search of species
to be planted will be conducted in a further detailed stage.
S11.7 LV11 Woodland Restoration — A search of area to mitigate the | Reprovide areas of | CEDD/AFCD | In areas | Prior to e DEVB
MM11 loss of woodland has been conducted. Priority has been | woodland to compensate identified and | Construction, Technical

given to the practicability of compensation of woodland
within the boundary of RODP. Given the nature of the
project is to provide development opportunities to satisfy
the needs for the society in general and the aspirations of
local communities, compensation of woodland is only
possible for the areas beyond the RODP. It is considered
that the areas adjoining the woodlands near the existing
services reservoirs, and hillsides to the east of Tung Chung
Road, would be suitable locations. The advantage of these

locations is that there are existing woodlands immediately

for those areas of quality
woodland lost

as agreed with
AFCD

Construction Phase
& Maintenance in
Operation Phase

Circular Works
10/2013- Tree
Preservation

¢ GLTM of the
Development
Bureau,
Guidelines on
Tree
Preservation
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Environmental Mitigation Implementation Schedule — Tung Chung New Town Extension

Objectives of the

Requirements

EIA EM&A Recommended Mitigation Measures Recommended Measures | Implementati L ocation Implementation | and / or
Ref. Log Ref g & Main Concerns to | on Agent Stage standards to be
address achieved
downhill to the location and the Sheung Ling Pei Fung during
Shui Wood is further downhill behind Sheung Ling Pei Development
Village, planting new woodland areas adjoining existing (April, 2015)
woodlands would form an ecological linkage and increase
the overall habitat size, and hence would help to enhance
the ecological and landscape values in the long run.
It is noted that the compensation trees for landscape
impacts will also be planted near the future service
reservoirs. The tree species to be planted should be all
native species for woodland compensation, and the two
areas uphill to Sheung Ling Pei should also make
reference to the existing tree species reported in Fung Shui
Woods habitat.
S11.7 LV12 Screen Planting — Tall screen/buffer trees and shrubs | To  screen proposed | Relevant Through-out Prior to e HyD
should be planted to screen proposed structures such as | structures Government the  working | Construction, HQ/GN/15-
MM12 L . . . . L
roads and buildings. This measure will form part of the - Departments sites of the | Construction Phase | Guidelines for
. R N Improve compatibility - - .
compensatory planting and will improve compatibility | . . TCW and | & Maintenance in Greening
. . . with  the  surrounding .
with the surrounding environment and create a pleasant . TCE areas Operation Phase Works  along
. . environment -
pedestrian environment. Highways.
S11.7 LV13 Roadside Planting — Roadside greening is proposed | Soften the hard, straight | Relevant Along new | Prior to e HyD
MM13 alongside all roads within the possible developments. It | edges and provide | Government roads, and On | Construction, HQ/GN/15-
will enhance local identity, if theme planting is used, and | greening along the roads; Departments appropriate Construction Phase | Guidelines for
reduce visual impact through screening. At-grade road Imorove the visual amenit viaducts & Maintenance in Greening
planting should be considered along central dividers and P y Operation Phase Works  along
on road islands e.g. in the middle of roundabouts. Highways.

¢ Development

Bureau
Technical
Circular Works
No.2/2012 -
Allocation  of
Space for

Quality
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Environmental Mitigation Implementation Schedule — Tung Chung New Town Extension

EIA
Ref.

EM&A
Log Ref

Recommended Mitigation Measures

Objectives of the
Recommended Measures
& Main Concerns to
address

Implementati
on Agent

Location

Implementation
Stage

Requirements
and / or
standards to be
achieved

Greening  on
Roads
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Environmental Mitigation Implementation Schedule — Tung Chung New Town Extension

Objectives of the

Requirements

EIA EM&A Recommended Mitigation Measures Recommended Measures | Implementati L ocation Implementation | and / or
Ref. Log Ref g & Main Concerns to | on Agent Stage standards to be
address achieved
S11.7 LV14 Aesthetic Design of Built Development — The planning of | Improve visual amenity of | Relevant Through-out Prior to e Hong Kong
the revised RODP has considered reducing potential visual | the new buildings, keep | Government the TCW and | Construction, Planning
MM14 ; . - - . . . : . .
impacts, enhancing visual amenity and keeping visual | visual  corridors  and | Departments TCE areas Maintenance in Standards and
corridors. The proposed development will ensure the | integrate as possible into Operation Phase Guidelines
building massing is compatible with its surroundings. To | the surrounding landscape (HKPSG)
improve visual amenity, natural building materials could issued by the
be used on building facades. For example, stone and Planning
timber should be considered for architectural features; Department (As
light earthy tone colours such as shades of green, shades of at Aug 2011);
grey, shades of brown and off-white shoulq l'ae' gonsndered « PNAP APP-
for the facade treatment to reduce the visibility of the 152
development components. The form, textures, finishes and -
Sustainable
colours of the proposed development components should L
X ) . L . Building
aim to be compatible with the existing surroundings. It Desian
would only  be implemented for public >19n
. Guidelines
developments/projects.
S11.7 LV15 Maximise Greening on Structures — The Government has | Maximise Greening | Relevant On Prior to o Development
been actively promoting greening in buildings and | coverage Government appropriate Construction, Bureau
MM15 - . . - . -
structures such as bridges to improve the environment. . . Departments buildings and | Construction Phase | Technical
L . . . . Enhance visual amenity, . . .
This includes actively implementing rooftop greening or . . structures & Maintenance in Circular
. . . create visual corridors and .
vertical greening, as where practicable to enhance the intearate as possible into Operation Phase (Works)  No.
cityscape and mitigate the heat island effect in urban areas. g P 3/2012 Site

For the new built forms in TCW and TCE, it is considered
the implementation of the following greening measures
could alleviate the landscape and visual impacts of new
development and help the development blend in with its
surrounding landscape:

e  Sky Garden: Refuge floors or voids in building mass
formed by partial removal of floor plates on certain
building storeys or provision of freed up areas on
certain building storeys provide opportunities for sky
gardens for the proposed built development. It can
allow views through the development to the
background formed by the natural hillsides and

the surrounding landscape

¢ PNAP

Coverage  of
Greenery  for
Government
Building
Projects

APP-
152,
Sustainable
Building
Design
Guidelines
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Environmental Mitigation Implementation Schedule — Tung Chung New Town Extension

EIA
Ref.

EM&A
Log Ref

Recommended Mitigation Measures

Objectives of the
Recommended Measures
& Main Concerns to
address

Implementati
on Agent

Location

Implementation
Stage

Requirements
and / or
standards to be
achieved

enhance the visual amenity effectively. For public
developments, relevant technical document Technical
Circular (Works) No. 3/2012 Site Coverage of
Greenery for Government Building Projects by
Development Bureau in 2011 shall be referred to. For
private developments, it is only applicable to sites
with inadequate greening coverage and should be
implemented in accordance with Sustainable Building
Design Guidelines PNAP APP-152.

Green Roof: The Architectural Services Department
completed the Study on Green Roof Application in
Hong Kong in 2007 which reviewed the latest
concepts and design technology of green roof and
recommended technical guidelines suitable for
application in Hong Kong. The study will be taken
into account to the new buildings to be built in TCW
and TCE. Landscape and visual impact can be
alleviated and the landscape and visual value can be
enhanced. For private development, it is only
applicable to sites with inadequate greening coverage
and should be implemented in accordance with
Sustainable Building Design Guidelines PNAP APP-
152. Relevant technical document Technical Circular
(Works) No. 3/2012 Site Coverage of Greenery for
Government Building Projects by Development
Bureau in 2011 shall be reference. For public
developments, relevant technical document Technical
Circular (Works) No. 3/2012 Site Coverage of
Greenery for Government Building Projects by
Development Bureau in 2011 shall be referred to. For
private developments, it is only applicable to sites
with inadequate greening coverage and should be
implemented in accordance with Sustainable Building
Design Guidelines PNAP APP-152.

Vertical Green: Planting of climbers to grow up
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Environmental Mitigation Implementation Schedule — Tung Chung New Town Extension

EIA
Ref.

EM&A
Log Ref

Recommended Mitigation Measures

Objectives of the
Recommended Measures
& Main Concerns to
address

Implementati
on Agent

Location

Implementation
Stage

Requirements
and / or
standards to be
achieved

vertical surfaces where appropriate (e.g. building
edges), to soften hard structures and facilities.
Relevant technical document Technical Circular
(Works) No. 3/2012 Site Coverage of Greenery for
Government Building Projects by Development
Bureau in 2011 shall be observed. For public
developments, relevant technical document Technical
Circular (Works) No. 3/2012 Site Coverage of
Greenery for Government Building Projects by
Development Bureau in 2011 shall be reference. For
private development, it is only applicable to sites with
inadequate greening coverage and should be
implemented in accordance with Sustainable Building
Design Guidelines PNAP APP-152.

e Greening on infrastructure: Planting could be
provided on infrastructure such as bridges where
appropriate to enhance greenery to soften its built
edges. Screen planting could be provided near
infrastructure to reduce any undesirable visual
impacts.

S11.7
MM16

LV16

Noise barrier design — The visual impact of noise
mitigation measures will be mitigated by appropriate
detailed design, including suitable combination of
transparent and sound absorbent materials, appropriate
colour selection of panels and supporting structures, or
provision of at-grade planting of trees, shrubs and/or
climbers camouflage to the barriers, as well as design of
supporting structures to incorporate a high level of quality
and aesthetics. A combination of transparent panels at top
and solid panels at bottom would lighten the visual impact,
and at the same time maintain the attractiveness by using
colourful panels. The noise barriers would be implemented
for District Distributor Roads and Local Distributor Roads
at both TCE and TCW area.

Minimize the visual impact
from the structures of
noise barriers

HyD

Noise barriers

within
TCW
TCE areas

the
and

Prior to
Construction,
Construction Phase
& Maintenance in
Operation Phase

¢ GLTM of the
Development
Bureau’s
Guidelines on
Greening of
Noise Barriers
(April 2012).

e Guidelines on
Design of
Noise Barriers
by HyD and
EPD in 2003
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Environmental Mitigation Implementation Schedule — Tung Chung New Town Extension

Objectives of the

Requirements

EIA EM&A Recommended Mitigation Measures Recommended Measures | Implementati L ocation Implementation | and / or
Ref. Log Ref & Main Concerns to | on Agent Stage standards to be
address achieved
S11.7 LVv17 Landscape Treatment for Polders & Attenuation Ponds — | Enhance the landscape and | DSD Polders & | Prior to
MM17 There would be polders and attenuation ponds in TCW. | visual value Attenuation Construction,
While they are primarily used for receiving and treating Ponds where | Construction Phase
surface runoff and alleviating the flood risk during heavy possible & Maintenance in
rainfall, the design of those has provided an opportunity to Operation Phase
have a synergy to enhance both the ecological and
landscape values together.
Depending on detailed design, part of these attenuation
ponds (mainly the biofiltration zone) could be refined in an
appropriate manner, without compromising its primary
functions of treating surface runoff and flood protection, to
incorporate ecological and landscape design such as
planting of aquatic plants and butterfly foodplant for
providing the landscape and ecological enhancement.
Landscape and Visual (Construction & Operational Phase)
S11.7 LV18 Landscaping on Slopes — Hydro seeding of modified | Enhance landscape value, | CEDD Onsite, Prior to ¢ GEO
MM18 slopes should be done as soon as grading works are | plant diversity and their particularly in | Construction, Publication
completed to prevent erosion and subsequent loss of | visual appearance TCW area Construction Phase | No0.1/2011
landscape resources and character. Woodland tree & Maintenance in Technical
seedlings and/ or shrubs should be planted where gradient Operation Phase Guidelines on
and site conditions allow. Landscape
In addition, landscape planting should be provided for the 'glrgs(ter:ent fg;
retaining structures associated with modified slopes where CEDD in 2011
condition allow.
S11.7 LV19 Landscape Treatment on Channelized Watercourses — For | Avoid direct impacts on | CEDD The Prior to ¢ Drainage
the channelized watercourses in Tung Chung Stream that | the watercourse channelized Construction, Services
MM19 . - - . .
will be dechannelized, the Drainage Services Department Imorove the visual amenit watercourses | Construction Phase | Department
Practice Note N0.1/2005 — Guidelines on Environmental P y throughout the | & Maintenance in Practice Note
Considerations for River Channel Design, should be TCW area Operation Phase No0.1/2005 -

considered and appropriate measures included ensuring the
new watercourses match the existing as far as possible.

Guidelines on
Environmental
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Environmental Mitigation Implementation Schedule — Tung Chung New Town Extension

Objectives of the

Requirements

EIA EM&A Recommended Mitigation Measures Recommended Measures | Implementati L ocation Implementation | and / or
Ref. Log Ref & Main Concerns to | on Agent Stage standards to be
address achieved
Measures can include enhancement planting to upgrade the Considerations
channels as appropriate, including consideration of for River
wetland planting along embankments where appropriate; Channel Design
as well as consideration of the best materials for the
channel lining (e.g. gabion).
S11.7 LV20 Light Control — Construction day and night time lighting | Minimize negative glare | Relevant Through-out Construction
MM20 should be controlled to minimize glare impact to adjacent | impact to adjacent VSRs Government the TCW and | Phase &
VSRs during the construction stage. Street and night time Departments / | TCE areas Operation Phase
lighting shall also be controlled to minimize glare impact Private Sector
to adjacent VSRs during the operation phase.
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Environmental Mitigation Implementation Schedule — Tung Chung New Town Extension

Objectives of the Requirements
EIA EM&A Recommended Mitiaation Measures Recommended Implementation | Location | Implementation | and / or
Ref. Log Ref g Measures &  Main | Agent [ Timing | Stage standards to be
Concerns to address achieved
Cultural Heritage Impact (Construction and Operational Phase)
S.125 |CH1 Terrestrial Archaeology 1) Rescue excavations to|Contractor /| After land | After land |e Guidelines for
. salvage archaeological | Future  Private | resumption | resumption and| Cultural
e Implement rescue excavations/  survey-cum-rescue . . - .
. . data and cultural materials | Developer and prior to |prior to  any| Heritage
excavations/ further surveys after land resumption and .
. . : 2) Survey-cum-rescue any construction works | Impact
prior to any construction works (see Figure 14.1 for the . .
. . excavations to  better construction Assessment
locations of rescue  excavations/survey-cum-rescue .
. locate and design the works
excavations/further survey) e TM-EIAO
follow up rescue
. Annex 10 and
excavations Annex 19
3) Further surveys to
obtain sufficient data for ¢ Antiquities and
formulation of appropriate Monuments
mitigation measures Ordinance
S.125 CH2 Terrestrial Archaeology To identify and record any | Contractor /| During During
o Implement watching brief during construction phase (see archaeological materlal_or Future  Private | construction | construction phase
features revealed during | Developer phase

Figure 14.1 for the locations of watching brief)

construction phase

ENVIRONMENTAL RESOURCES MANAGEMENT

Annex B - 51

CIVIL ENGINEERING AND DEVELOPMENT DEPARTMENT




Environmental Mitigation Implementation Schedule — Tung Chung New Town Extension

Objectives of the Requirements
EIA EM&A Recommended Mitiation Measures Recommended Implementation | Location | Implementation | and / or
Ref. Log Ref g Measures &  Main | Agent [ Timing | Stage standards to be
Concerns to address achieved
EM&A Project
S13.2 EM1 An Independent Environmental Checker needs to be |Control EM&A | Project Proponent | All Construction stage ¢ EIAO Guidance
employed as per the EM&A Manual. Performance constructi Note
on sites No0.4/2010
¢ TM-EIAO
S13.2 - |EM2 1) An Environmental Team needs to be employed as per the | Perform environmental | Project Proponent | All Construction stage ¢ EIAO Guidance
134 EM&A Manual. monitoring & auditing constructi Note
2) Prepare a systematic Environmental Management Plan to on sites No.4/2010
¢ TM-EIAO

ensure effective implementation of the mitigation measures.

3) An environmental impact monitoring needs to be
implementing by the Environmental Team to ensure all the
requirements given in the EM&A Manual are fully complied
with.
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Environmental Mitigation Implementation Schedule — Tung Chung New Town Extension

Objectives of the Requirements
Docum | EM&A Recommended Mitigation Measures Recommended Implementation | Location | Implementation | and / or
ent Ref. | Log Ref Measures &  Main | Agent [ Timing | Stage standards to be
Concerns to address achieved
Works Vessel Travel Routes (Extracted from Works Vessel Travel Route Plan submitted under Condition 2.13 of the EP)
S3.2 WVTR1 | All works vessels shall be equipped with Global Positional | Control EM&A | Contractor All marine | Construction stage |e EIA
System (GPS) or equivalent automatic identification system | Performance constructi « Contractual
(AIS) for real time tracking and monitoring of their travel on sites -
routing, speed and anchorage points. The system shall be requirements
capable to record and analyse the travel routing, speed and
anchorage points.
S3.31 WVTR2 | 1) Once approaching or leaving the entrance of the silt | Protection of CWD Contractor All marine | Construction stage |e EIA
curtain, all vessels will travel at a speed no greater than 8 constructi
knots between the site and boundary of The Brothers Marine on sites ¢ Cont_ractual
Park. The vessels can then navigate at normal speed (8-12 requirements
knots) after that distance unless other restrictions are
imposed.
2) If any dolphins are sighted within 250m of a vessel then
the vessel will slow down to a speed no greater than 5 knots
for at least 3 minutes after the last sighting.
S3.3.2 WVTR3 | All captains and the supervising staff should undergo training | Protection of CWD Contractor All marine | Construction stage |e EIA
to learn about local dolphins and porpoises. They should be constructi « Contractual
trained to be aware of the protocol for dolphin friendly* on sites -
vessel operation (refer to the Code of Conduct for Dolphin requirements
Watching Activities from AFCD).
S3.3.2 WVTR4 | Training on the requirements of the WVTRP would be |Protection of CWD Contractor All marine | Construction stage (e EIA
provided for construction vessels’ personnel to follow, which constructi
should include the details of the normal operational routings on sites * Contractual

of the construction works vessels and reporting of deviations
from the normal operational routings of the construction
works vessels. The training course will be given to the
licensed vessel captains by the trainers before
commencement of work and refreshment course will be
provided every quarter.

requirements
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Environmental Mitigation Implementation Schedule — Tung Chung New Town Extension

Objectives of the Requirements
Docum | EM&A Recommended Mitigation Measures Recommended Implementation | Location | Implementation | and / or
ent Ref. | Log Ref Measures &  Main | Agent [ Timing | Stage standards to be
Concerns to address achieved
Deployment of Silt Curtain(s) (Extracted from Silt Curtain Deployment Plan submitted under Condition 2.16 of the EP)
S4 SCD1 Before the start of the installation work, Qualified Ecologists | Protection of CWD Contractor All marine | Construction stage |e EIA
with dolphin monitoring experience shall scan the exclusion constructi « Contractual
zone for at least 30 minutes. If dolphins are observed in the on sites .
exclusion zone, the installation work shall be delayed until requirements
the dolphins left the area.
S4 SCD2 If dolphins are observed within the exclusion zone during the | Protection of CWD Contractor All marine | Construction stage |e EIA
installation work, the relevant part of the work shall cease constructi
until the dolphins left the area. on sites ¢ Cont_ractual
requirements
S5 SCD3 On-board supervisors will be assigned to check the condition | Silt Curtain Integrity Contractor All marine | Construction stage |e EIA
of the silt curtain before commencement of works every day. constructi « Contractual
An inspection checklist will be kept on site for record on sites .
DUrpose. requirements
S5 SCD4 For the tentative arrangement of silt curtain under adverse | Silt Curtain Integrity Contractor All marine | Construction stage |e EIA
weather, the silt curtain will not be temporary removed constructi
during adverse weather. However, related works will be on sites oContractuaI
suspended immediately if silt curtain is found any damaged. requirements
S5 SCD5 Diver inspection shall be carried out if necessary to inspect | Silt Curtain Integrity Contractor All marine | Construction stage |e EIA
the installation and decommission of silt curtain to ensure constructi
proper installation and functioning of the silt curtain on sites ¢ Cont_ractual
according to the design drawings. Nearby marine works will requirements
resume after repairing of the damaged silt curtains.
S5 SCD6 Refuse around the silt curtain will be collected at regular | Waste Management Contractor All marine | Construction stage (e EIA
intervals on a daily basis so that water behind the silt curtains constructi
will be kept free from floating debris. on sites * Contractual

requirements
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Environmental Mitigation Implementation Schedule — Tung Chung New Town Extension

EIA EM&A L
Ref. Log Ref Recommended Mitigation Measures

Objectives of the
Recommended
Measures & Main
Concerns to address

Implementation
Agent

Location | Implementation
[ Timing | Stage

Requirements
and / or
standards to be
achieved

Post-planting Monitoring and Maintenance (Details to be provided after the submission of Detailed Compensatory Woodland Planting Plan as required under EP Condition 2.22)
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Environmental Mitigation Implementation Schedule — Tung Chung New Town Extension

Objectives of the Requirements
EIA EM&A Recommended Mitigation Measures Recommended Implementation | Location | Implementation | and / or
Ref. Log Ref Measures &  Main | Agent [ Timing | Stage standards to be
Concerns to address achieved

Use of New Low Noise Road Surfacing Material(s) (Details to be provided after the submission of Plan for Review of Use of New Low Noise Road Surfacing Material(s) as required
under EP Condition 2.23)
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Environmental Mitigation Implementation Schedule — Tung Chung New Town Extension

EM&A
Log Ref

EIA

Ref Recommended Mitigation Measures

Objectives of the
Recommended
Measures & Main

Concerns to address

Implementation
Agent

Location
[ Timing

Implementation
Stage

Requirements

and / or
standards to be
achieved

Follow-up actions to be taken by the Contractor and Dump Truck Drivers in case of lllegal Dumping and Landfilling of C&D Materials (Extracted from Waste Management Plan

submitted under Condition 2.24 of the EP)

S5.4 WM1 Investigation report will be prepared by the Contractor and | Control EM&A | Contractor All Construction stage |e EP
submit to ER within 2 working days. Performance constructi
. ¢ Contractual
on sites -
requirements
S5.4 WM2 The Contractor will discuss with ER for the follow up actions | Control EM&A | Contractor All Construction stage |e EP
(e.g. warning letter, cease operation, etc.) if required. Performance constructi
. ¢ Contractual
on sites -
requirements
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Annex C

Status of Submissions and Implementation Status of Mitigation Measures

under EP

EP Submission / Implementation Status Status

Condition

21 Set up of Community and Professional Community and Professional Liaison

21

25

2.6

211

212

213

214

215

2.16

217

218

219

2.20

221

222

2.23

2.24

Liaison Groups

Complaint Management Plan (for
Contracts 1, 2,3 and 7)

Employment of Qualified Ecologist(s)

Employment of Surveillance Team

Management Organizations (for Contracts

1,2,3and7)

Construction Works Schedule and
Location Plans (for Contracts 1, 2, 3 and 7)
Works Vessel Travel Route Plan (for
Contract 1)

Eco-shoreline Implementation Plan (for
Contract 1)

Dolphin Watching Plan (for Contract 1)

Silt Curtain Deployment Plan (for
Contract 1)

Spill Response Plan (for Contract 1)
Plan on Provision of Buffer Zones

River Park Plan

Habitat Enhancement and Translocation
Plan for Amphibian Species of
Conservation Importance

Detailed Preservation and/or
Translocation Plan for Plant Species of
Conservation Importance

Detailed Compensatory Woodland
Planting Plan

Plan for Review of Use of New Low Noise

Road Surfacing Material(s)

Waste Management Plan (for Contracts 1,
2,3and7)

ANNEXC-1

Groups were set up.

The Plan was submitted to EPD on 14
March 2022

Qualified Ecologists have been
employed to carry out work relating to
ecological aspects.

Surveillance Team has been employed
to conduct regular site inspection.
Updated Submission was submitted to
EPD on 23 December 2021 and accepted
by EPD on 12 January 2022

Updated Plan was submitted on 4 April
2022

Accepted by EPD

The Plan was submitted to EPD on 15
September 2020 and accepted by EPD
on 23 November 2020

Updated Plan was submitted on 21
September 2018 and accepted by EPD
on 12 October 2018

Updated Plan was submitted to EPD on
15 September 2020 and accepted by
EPD on 14 October 2020

Accepted by EPD

To be prepared no later than 3 months
before the commencement of
construction works at Tung Chung
Valley. Refer to the EM&A Reports of
TCW.

To be prepared no later than 3 months
before the commencement of
construction works at Tung Chung
Valley. Refer to the EM&A Reports of
TCW.

To be prepared no later than 3 months
before the commencement of
construction works at Tung Chung
Valley. Refer to the EM&A Reports of
TCW.

Accepted by EPD on 9 December 2021

The Plan was submitted to EPD on 4
April 2022

To be prepared no later than 3 months
before the commencement of
roadworks

The Plan was submitted to EPD on 29
March 2022



EP Submission / Implementation Status Status
Condition

2.25 (i) no dredging of marine sediment shall ~ Under implementation
be carried out for the Project
(ii) all reclamation filling works shall be  Under implementation
carried out within a leading seawall of
at least 200m; and
(iii) silt curtains surrounding the Under implementation
reclamation area shall be deployed in
accordance with the Silt Curtain

Deployment Plan

2.26 Implement Silt Curtain Deployment Plan  Under implementation
and Spill Response Plan

227 Implement dolphin exclusion zone of Under implementation

250m around the reclamation site at Tung
Chung East during the installation of the
perimeter silt curtains and any re-
deployment of the perimeter silt curtains
by Qualified Ecologist(s)
2.28 Once the perimeter silt curtains are Under implementation
installed or re-deployed, the Dolphin
Watching Plan shall be implemented as
part of the EM&A programme
2.29 (i) no underwater blasting and Under implementation
percussive piling shall be carried out for
the Project; and
(ii) air compressors and other noisy Under implementation
equipment mounted on works vessels
shall be acoustically-decoupled

2.30 Implement Works Vessel Travel Route Under implementation
Plan
Implement Eco-shoreline Implementation Under implementation
Plan
Implement Dolphin Watching Plan Under implementation
231 Implement Plan on Provision of Buffer Detailed Preservation and/or
Zones, River Park Plan, Habitat Translocation Plan for Plant Species of

Enhancement and Translocation Plan for ~ Conservation Importance is under
Amphibian Species of Conservation implementation

Importance, Detailed Preservation and/or

Translocation Plan for Plant Species of

Conservation Importance and Detailed

Compensatory Woodland Planting Plan

2.32 Implement Plan for review of the use of ~ To be implemented
new road surfacing material(s)
Implement Waste Management Plan Under implementation
2.33 Install noise barriers and low noise road To be implemented

surfacing at the extended Chung Mun
Road and Road D3

All noise mitigation measures
implemented shall be properly
maintained during the operation of the
above roads
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EP
Condition

Submission / Implementation Status Status

2.34

2.35

2.36

Implement a deodouriser with an odour ~ To be implemented
removal efficiency of at least 95% shall be

installed, operated and maintained within

each sewage pumping station. The

exhaust of the deodouriser shall be

oriented away from sensitive receivers;

and all odourous facilities of each

sewage pumping station shall be

enclosed and negative pressure shall be

maintained within the facilities.

Enclose all the pumps inside a building To be implemented
structure

(i) a 100% standby pumping capacity To be implemented
shall be installed and maintained

(ii) a 50% spare pumping capacity shall To be implemented
be installed and maintained

(iii) dual-feed power supply shall be To be implemented
installed and maintained; and

(iv) an emergency facility with a 6-hour To be implemented
storage capacity of average dry weather

flow shall be installed and maintained.
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Annex D

Status of Statutory Environmental Requirements

Contract No. Description Location Ref No. Status
General Environmental TCNTE Works EP-519/2016 Granted on 9 Aug
Permit Area 2016
Contract No. Discharge License Area WAL, near WT00031099-2018 Validity from 19
NL/2017/03 under Water Ying Tung Road, Jun 2018 to 30 Jun
(Contract 1) Pollution Control Tung Chung 2023
Ordinance
Area WAL, near WT00034715-2019 Validity from 21
Ying Tung Road, Jan 2020 to 31 Jan
Tung Chung 2025
Billing Account - Application No.  Approved on 22
for Disposal of 7029877 January 2018
Construction
Waste
Registration as Site Office for WPN-5213-950-  Issued on 28 Feb
Chemical Waste TCE B2528-01 2018
Producer
TCE Site Area WPN-5213-950-  Issued on 20 Apr
B2528-02 2018
Area WA3,near WPN-5213-974-  Issued on 9 April
To Kau Wan, B2528-03 2019
Tung Chung
Construction Reclamation area GW-RS0106-22  Validity from 25
Noise Permit Feb 2022 to 16
Apr 2022
Reclamation area GW-RS0296-22  Validity from 24
Apr 2022 to 22
Sep2022
TCE Works Area GW-RWO0038-22  Validity from 15
near Lantau Toll Feb 2022 to 14
Plaza July 2022
Licence for the TCNTE Works L-3-264 (1) Validity from 12
conduct of a Area Aug 2020 to 11
Specified Process Aug 2024
(SP Licence)
Contract No. Billing Account - Application No.  Approved on 29
NL/2020/02 for Disposal of 7040975 Jul 2021
(Contract 2) Construction
Waste
Registration as Working site of ~ WPN-5213-950-  Issued on 17 Aug
Chemical Waste  Contract No. C4323-04 2021
Producer NL/2020/02
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Contract No. Description Location Ref No. Status
Contract No. Billing Account - Application No.  Approved on 13
NL/2020/03 for Disposal of 7041004 Jul 2021
(Contract 3) Construction
Waste
Registration as Working site of ~ WPN-5213-950-  Issued on 25 Aug
Chemical Waste ~ Contract No. B2500-07 2021
Producer NL/2020/03
Construction Percussive Piling PP-RS0016-21 Validity from 28
Noise Permit at Construction Oct 2021 to 27
Site of Contract Apr 2022
No. NL/2020/03
(Portion 8, 8A,
12A,12,111A,
111B and 111C-1)
Percussive Piling PP-RS0009-22 Validity from 28
at Construction Apr 2022 to 20
Site of Contract May 2022
No. NL/2020/03
(Portion 8, 8A,
12A,12,111A,
111B and 111C-1)
Construction Site  GW-RS0954-21 Validity from 28
of Contract No. Dec 2021 to 27
NL/2020/03 Jun 2022
(WA9, WA6,
WA4, WA5,
WA7, WA2, WA3
& Portion 8, 8A,
12,12A, 111B,
104)
Discharge License Construction Site  'WT00039577-2021 Validity from 1
under Water of Contract No. Dec 2021 to 31
Pollution Control NL/2020/03 Dec 2026
Ordinance
Contract No. Billing Account - Application No.  Approved on 26
NL/2020/07 for Disposal of 7041997 Oct 2021
(Contract 7) Construction
Waste
Registration as Working site of ~ WPN-5213-961-  Issued on 30 Nov
Chemical Waste  Contract No. B2500-08 2021
Producer NL/2020/07
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ALS Technichem (HK) Pty Ltd

ALS Laboratory Group
ANALYTICAL CHEMISTRY & TESTING SERVICES

SUB-CONTRACTING REPORT

CONTACT  : MRKW. FAN workorper - HK2117310
CLIENT . ENVIROTECH SERVICES CO.
ADDRESS ~ : RM113, 1/F, MY LOFT, 8 HOI WING ROAD, SUB-BATCH - 1
.- DATE RECEIVED : 29-APR-2021
3 DATE OF ISSUE : 11-MAY-2021
PROJECT Do NO. OF SAMPLES : 1

CLIENT ORDER g

General Comments

® Sample(s) was/ were submitted by client. Sample(s) amived laboratory in ambient condition. The result(s) related only to the
item(s) tested.
® Sample information (Project name, Sample ID, Sampling dateftime, etc.) is provided by client.

® Calibration was subcontracted to and analysed by Action United Enviro Services.

Signatories

This document has been signed by those names that appear on this report and are the authorised signatories

Signatories Position
'f»é//.‘z‘}_
Richard Fung Managing Director

This is the Final Report and supersedes any preliminary report with this batch number.

All pages of this report have been checked and approved for release.

ALS Technichem (HK) Pty Litd
Partofthe ALS Laborataory Group

11/F. Chung Shun Knitting Centre 1 -3 Wing Yip Street Kwai Chung N.T. Hong Keng
Tel. +852 2610 1044 Fax. +852 2610 2021 www.alsglobal.com
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WORK ORDER : HK2117310

SUB-BATCH g

CLIENT ! ENVIROTECH SERVICES CO.

PROJECT P
ALS Lab Client's Sample ID Sample Sample Date External Lab Report No.
ID Type
HK2117310-001  [gin: 276017 Equipments 29-Apr-2021 SIN: 276017

Yy e Y



Equipment Verification Report (TSP)

Equipment Calibrated:

Type: Laser Dust monitor
Manufacturer: Sibata LD-3B
Serial No. 276017

Equipment Ref: Nil

Job Order HK2117310

Standard Equipment:

Standard Equipment: Higher Volume Sampler (TSP)
Location & Location ID:  AUES office (calibration room)
Equipment Ref: HVS 018

Last Calibration Date: 26 April 2021

Equipment Verification Results:

Verification Date: 7 May 2021
Mean wo = ]
i Mean Concentration in mg/m?= Total Count Count/Minute
Hour Time Pressure . : j i
Temp °C (hPa) (Standard Equipment) (Calibrated Equipment) | (Total Count/min)
2hr  [09:30~11:30| 2686 1013.2 0.045 3951 329
2hr01min |11:32 ~ 13:33| 266 10M3.2 | 0.035 3293 27.3
2hr10min |13:35~ 15:45| 26.6 1013.2 0.036 3519 272
. - 0.05
Linear Regression of Y or X d5ke o
o 0.04 -
Slope (K-factor): 0.0014 P £
Correlation Coefficient 0.9963 0.03
0.025 )
Date Of |Ssue 10 Mav 2021 0.02 ¥ = 0.0014% - 0.0004
| oms - - R?=0,9927
| o0
Remarks: poees
. 0¥
1. Strong Correlation (R>0.8) i 10 i . Py
2. Factor 0.0014 should be applied for TSP monitoring
*If R<0.5, repair or re-verification is required for the equipment
Operator : Fai So Signature : G%/ Date : 10 May 2021
b 3
QC Reviewer : Ben Tam Signature : «& Date : 10 May 2021




TSP SAMPLER CALIBRATION CALCULATION SPREADSHEET

Location :

Location ID : Calibration Room

Geld King Industrial Building, Kwai Chung

Date of Calibration: 26-Apr-21
Next Calibration Date: 26-Tul-21

CONDITIONS
Sea Level Pressure (hlPa) 1013.7 Corrected Pressure (mm Hg) 760.275
Temperature (°C) 23.4 Temperature (K) 296
CALIBRATION ORIFICE
Make->| TISCH Qstd Slope -> 2.10574
Model->| 5025A Qstd Intercept > -0.00085
Calibration Date->| 19-Jan-21 Expiry Date-> 18-Jan-22

‘CALIBRATION
Plate  [H20 (LYH20 (R] H20 Qstd I IC LINEAR
No. (i) (in) (an) | (m3/min)|  (chart) | corrected REGRESSION
18 6.9 69 | 13.8 1.774 56 56.16 Slope = 39.9922
13 5.5 55 | 11.0 1.584 50 50.14 Intercept = -13.7742
10 4.2 4.2 8.4 1.385 42 42.12 Corr. coeff. = 0.9961
8 27 | 27 | 54 1.111 ) 32.09 '
5 1.9 1.9 3.8 0.933 22 22.06
Calculations : FLOW RATE CHART
Qstd = 1/m[Sqrt(H20(Pa/Pstd)(Tstd/Ta))-b] s
IC= I[Sqrt(Pa/Pstd)(Tstd/Ta)]
60.00
Qstd = standard flow rate /
IC = corrected chart respones 50.00
[ = actual chart response g 7
m = calibrator Qstd slope % o / '
b = calibrator Qstd intercept @
Ta = actual temperature during calibration ( deg K ) 3:; /
Pstd = actual pressure during calibration ( mm Hg ) g S //
For subsequent calculation of sampler flow: < 2000 :
Im(( I ){Sqﬁ@%fl“ av)(Pav/760)]-b)
10.00
m = sampler slope
b = sampler intercept 0.00
I = chart MGl W O.Sg(t)andard Flo»:q:egae (m3.'min}JI = =i
Tav = daily average temperature -

Pav = daily average pressure




N RECALIBRATION
DUE DATE:
I ‘ January 18,

Environmental

= ;.é 2/%%. .

: Calibration Certification Information
Cal. Date: lanuary 19, 2021 Rootsmeter S/N: 438320 Ta: 294 K
Operator: Jim Tisch Pa: 755.1 mm Hg
Calibration Model #:  TE-5025A Calibrator S/N: 1941
Vol. Init Vol. Final AVol. OTime AP AH
Run {m3) (m3) (m3) {min) {mm Hg) {in H20)

1 1 2 1 1.4830 3.2 2.00

2 3 4 1 1.0420 6.4 4.00

3 & 6 1 0.892380 8.0 5.00

4 7 8 1 0.8840 8.8 5.50

5 9 10 1 0.7340 12.9 8.00

Data Tabulation

Pa_\{ Tst g

Vstd Qstd x/ AH( Peid )( = } Qa M[AH(TB/ Pa )
i {m3) (x-axis) {y-axis) Va (x-axis) (y-axis)

1.0029 0.6762 1.4192 v.9958 0.6715 0.8824
0.9986 0.9583 2.0071 0.9915 0.9516 1.2479
0.9965 1.0726 2.244Q 0.98%4 1.0650 1.3952
0.9954 1.1260 2.3535 0.9883 1.1180 1.4633
0.9899 1.3487 2.8385 0.9829 1.3391 1.7648
m= 2.10574 = 1.31858
QSTD b= -0.00985 QA b= -0.00612
r= 0.99992 r= 0.99992

Calculations
Vstd=|AVol{(Pa-AP)/Pstd)}(Tstd/Ta) Va=|AVol{(Pa-AP)/Pa)
Qstd=|Vstd/ATime Qa=|Va/ATime

For subsequent flow rate calculations:

- Qstd= 1/ AH( Pa )( Totd \ ) s 7 - ﬁ) :
" \/ Pstd ) b a l,m( Ta/P f} b

Standard Conditions

S,

Tstd: 298.15 «¢ RECALIBRATION
Pstd: 760 mm Hg
Key US EPA recommends annual recalibration per 1998
AH: calibrator manometer reading (in H20) 40 Code of Federal Regulations Part 50 to 51,
AP: rootsmeter manometer reading (mm Hg) Appendix B to Part 50, Reference Method for the

Ta: actual absolute temperature (°K)

Determination of Suspended Particulate Matter in
Pa: actual barometric pressure (mm Hg)

the Atmosphere, 9.2.17, page 30

b: intercept

m: slope
Tisch Environmental, Inc. www.tisch-env.com
145 South Miami Avenue TOLL FREE: (877)263-7610

Village of Cleves, OH 45002 FAX: (513}467-9009
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Tung Chung New Town Extension (East)

Air Qualitx Monitorinﬁ Schedule aApriI 2022‘

1-Apr 2-Apr
3-Apr 4-Apr 5-Apr 6-Apr 7-Apr 8-Apr 9-Apr
Air Quality Air Quality
Monitoring Monitoring
10-Apr 11-Apr 12-Apr 13-Apr 14-Apr 15-Apr 16-Apr
Air Quality
Monitoring
17-Apr 18-Apr 19-Apr 20-Apr 21-Apr 22-Apr 23-Apr
Air Quality
Monitoring
24-Apr 25-Apr 26-Apr 27-Apr 28-Apr 29-Apr 30-Apr
Air Quality Air Quality
Monitoring Monitoring
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Table E3 Data for 1-hr TSP Monitoring at Station DM-1

Date Start Time Finish Time Weather 1-hour TSP
(ug/m3)
2022-04-04 9:05 10:05 Sunny 46
2022-04-04 10:05 11:05 Sunny 44
2022-04-04 11:05 12:05 Sunny 46
2022-04-08 9:00 10:00 Sunny 21
2022-04-08 10:00 11:00 Sunny 47
2022-04-08 11:00 12:00 Sunny 23
2022-04-14 8:59 9:59 Sunny 47
2022-04-14 9:59 10:59 Sunny 25
2022-04-14 10:59 11:59 Sunny 36
2022-04-20 9:20 10:20 Cloudy 40
2022-04-20 10:20 11:20 Cloudy 41
2022-04-20 11:20 12:20 Cloudy 36
2022-04-26 9:04 10:04 Sunny 18
2022-04-26 10:04 11:04 Sunny 26
2022-04-26 11:04 12:04 Sunny 25
2022-04-30 9:07 10:07 Cloudy 32
2022-04-30 10:07 11:07 Cloudy 25
2022-04-30 11:07 12:07 Cloudy 28
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Figure E3

Graphical Presentation for 1-hr TSP Monitoring at Station DM-1

TSP Concentration (

Measured 1-hour TSP Concentration (pgm-®) at Station DM-1
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Annex E4 Event and Action Plan for Air Quality

Event

ET

Action

IEC ER

Contractor

Action level exceedance for
one sample

Action level exceedance for
two or more consecutive
samples

1. Identify source, investigate the causes of
exceedance and propose remedial
measures;

. Inform IEC and ER;

. Repeat measurement to confirm finding;

[SSIEN S

4. Increase monitoring frequency to daily.

—_

. Identify source;
. Inform IEC and ER;

. Advise the ER on the effectiveness of the
proposed remedial measures;

@D N

'S

. Repeat measurements to confirm
findings;

Q1

. Increase monitoring frequency to daily;

N

. Discuss with IEC and Contractor on
remedial actions required;

7. If exceedance continues, arrange meeting
with IEC and ER;

. If exceedance stops, cease additional

[0}

monitoring.

1. Check monitoring data submitted 1. Notify Contractor.

by ET;

. Check Contractor’s working

method.

. Check monitoring data submitted 1. Confirm receipt of notification of

by ET; failure in writing;
. Check Contractor’s working 2. Notify Contractor;
method; 3. Ensure remedial measures
. Discuss with ET and Contractor properly implemented.

on possible remedial measures;

. Advise the ET on the effectiveness

of the proposed remedial
measures;

5. Supervise Implementation of

remedial measures.

1. Rectify any unacceptable practice;

2. Amend working methods if
appropriate.

1. Submit proposals for remedial to
ER within 3 working days of
notification;

2. Implement the agreed proposals;

3. Amend proposal if appropriate.

ENVIRONMENTAL RESOURCES MANAGEMENT

CIVIL ENGINEERING AND DEVELOPMENT DEPARTMENT



Action

Event ET IEC ER Contractor
Limit level exceedance for 1. Identify source, investigate the causes of 1. Check monitoring data submitted 1. Confirm receipt of notification of 1. Take immediate action to avoid
one sample exceedance and propose remedial by ET; failure in writing; further exceedance;
measures; 2. Check Contractor’s working 2. Notify Contractor; 2. Submit proposals for remedial
. Inform ER, Contractor and EPD; method; 3. Ensure remedial measures actions to IEC within 3 working

Limit level exceedance for
two or more consecutive
samples

QL = W N

O = W N =

N

[0}

. Repeat measurement to confirm finding;
. Increase monitoring frequency to daily;

. Assess effectiveness of Contractor’s
remedial actions and keep IEC, EPD and

ER informed of the results.

. Notify IEC, ER, Contractor and EPD;
. Identify source;

. Repeat measurement to confirm findings;
. Increase monitoring frequency to daily;

. Carry out analysis of Contractor’s

working procedures to determine
possible mitigation to be implemented;

. Arrange meeting with IEC and ER to
discuss the remedial actions to be taken;

Assess effectiveness of Contractor’s

remedial actions and keep IEC, EPD and

ER informed of the results;

If exceedance stops, cease additional
monitoring.

3. Discuss with ET and Contractor
on possible remedial measures;

4. Advise the ER on the effectiveness
of the proposed remedial
measures;

5. Supervise implementation of
remedial measures.

1. Discuss amongst ER, ET, and 1
Contractor on the potential
remedial actions;

2. Review Contractor’s remedial 3
actions whenever necessary to
assure their effectiveness and
advise the ER accordingly;

3. Supervise the implementation of 4.

remedial measures.

properly implemented.

. Confirm receipt of notification of

failure in writing;

2. Notify Contractor;

. In consultation with the IEC,

agree with the Contractor on the
remedial measures to be
implemented;

Ensure remedial measures
properly implemented;

. If exceedance continues, consider

what portion of the work is
responsible and instruct the
Contractor to stop that portion of
work until the exceedance is
abated.

days of notification;
3. Implement the agreed proposals;
4. Amend proposal if appropriate.

1. Take immediate action to avoid
further exceedance;

2. Submit proposals for remedial
actions to IEC within 3 working
days of notification;

3. Implement the agreed proposals;

4. Resubmit proposals if problem
still not under control;

5. Stop the relevant portion of works
as determined by the ER until the
exceedance is abated.

ENVIRONMENTAL RESOURCES MANAGEMENT

CIVIL ENGINEERING AND DEVELOPMENT DEPARTMENT
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Calibration Certificates for
Noise



Sun

| BRI IEBRAT

Hasiosariny |, Sun Creation Engineering Limited

Calibration & Testing Laboratory

Ceﬂlﬁca‘i@ Of Caiibl‘atl()l’l Certificate No. : C213253

Py A n
© ITEM TESTED / 268THH (Job No./ 55 [455% . 1C21-1006 ) Date of Receipt / Y HHF : 21 May 2021
Description / 23%4f8 :  Precision Acoustic Calibrator
Manufacturer / 83#EF5  :  LARSON DAVIS
Model No. / EUgE ;. CAL200
Serial No. / 435% : 11333
Supplied By / &=5t#  :  Envirotech Services Co.

Room 113, 1/F, My Loft, 9 Hoi Wing Road, Tuen Mun,
New Territories," Hong Kong

TEST CONDITIONS / HIEA fiRfd

Temperature / JBE (23 £2)°C Relative Humidity / fHENEE :© (50+£25)%
Line Voltage / K : -

TEST SPECIFICATIONS / ls35 8
. Calibration check

DATE OF TEST /B HE] : 4 June 2021

'TEST RESULTS / JiStGE5E

The results apply to the particular unit-under-test only.
The results do not exceed manufacturer's specification.
The results are detailed in the subsequent page(s).

The test equipment used for calibration are traceable to National Standards via :

- The Government of The Hong Kong Special Administrative Region Standard & Calibration Laboratory
- Agilent Technologies / Keysight Technologies

- Fluke Everett §ervice Center, USA

Tested By 4 C/w.,,L :

R K P Cheuk
Project Engineer

Certified By
s

Date of Issue : 7 June 2021
#aE HEA

Engineer

The test equipment used for calibration is traceable to the National Standards as specitied in this certificate. This certificate shall not be reproduced except in full, without the prior
writlen approval of this laboratory.

AR ET R (E L BUGARE A B ol G RIIAE « FTdrl 43 L Sie i A TR I ittt -

Sun Creation Engineering Limited - Calibration & Testing Laboratory
c/o 4/F, 1 Hing On Lane, Tuen Mun, New Territories, Hong Kong
HEBI TR ] - B BehGil Eehaan
clo TruERTYLLIPYEUL . SRIOEL
HEio R i sy 1 § . T Page 1 of 2
Tel/tiad: (852) 2927 2606 Fax/{li FL: (852) 2744 8986 E-mail/TEI: callabi suncreation.com Website/fidhE: www.suncreation.com



i BRTIRRERAT

Feraeml 72 | Sun Creation Engineering Limited
Calibration & Testing Laboratory

Certificate of Calibration Certificate No. :  C213253
B—EIF%QEE A=

EAV =]

« 1. The unit-under-test (UUT) was allowed to stabilize in the laboratory for over 12 hours before the commencement
of the test.

2. The results presented are the mean of 3 measurements at each calibration point.

Test equipment :

(%)

Equipment D Description Certificate No.
CL130 Universal Counter C203952
CL281 Multifunction Acoustic Calibrator AV210017
TSTI150A Measuring Amplifier C201309

4. Test procedure : MA100N.
5. Results:

5.1 Sound Level Accuracy

UuT Measured Value Mfr’s Spec. Uncertainty of Measured Value

Nominal Value (dB) . (dB) (dB)

94 dB, 1 kHz 93.8 +0.2 +0.2

114 dB, 1 kHz 113.8
5.2 Frequency Accuracy

UUT Nominal Value Measured Value Mfr’s Uncertainty of Measured Value

(kHz) (kHz) Spec. (Hz)

1 1.000 1 kHz+ 1% =)

Remark : The uncertainties are for a confidence probability of not less than 95 %.

- 4
Note :
Only the original copy or the laboratory’s certified true copy is valid.

The values given in this Certificate only relate to the values measured at the time of the test and any uncertainties
quoted will not include allowance for the equipment long term drift, variations with environment changes,
vibration and shock during transportation, overloading, mis-handling, or the capability of any other laboratory to
repeat the measurement. Sun Creation Engineering Limited shall not be liable for any loss or damage resulting
from the use of the equipment.

The test equipment used for calibration is traceable to the National Standards as specified in this certificate. This certificate shall not be reproduced except in full, without the prior
written approval of this laboratory.

AT T IE A R A S e DR S PR« BT A G R e AR B S e -

Sun Creation Engineering Limited - Calibration & Testing Laboratory
c/o 4/F, 1 Hing On Lane, Tuen Mun, New Territories, Hong Kong
BREI TRIFT 6] - HEIF K IETsamy

clo FrisfrytdiPIeL TSRy

Tel TEak: (852) 2927 2606 Fax/f4iFL: (852) 2744 8986 E-mail/F53: callabta suncreation.com Website 81k www suncreation.com Page 20f 2




Sun

Bl meTRERAT

e ﬁ_ Sun Creation Engineering Limited

Calibration & Testing Laboratory

CGI‘tiﬁCate Of Calibratlon Certificate No. : (216702

TS - R
BCIEnEA%: D o

ITEM TESTED / 2685 H (Job No./ FE[4EYE : 1C21-2322) Date of Receipt / Y HHA : 9 November 2021
‘Description / #5844%% :  Sound Level Meter

Manufacturer / #3£p5 :  Rion
Model No. / Fg# : NL-52
Serial No. / 4558 : 00710259

Supplied By / Z255%%  :  Envirotech Services Co.
Room 113, 1/F, My Lofti, 9 Hoi Wing Road, Tuen Mun,
New Territories, Hong Kong

TEST CONDITIONS / ISR/

Temperature / SBRE @ (23+2)°C ' Relative Humidity / fE$ERE (50 £ 25)%
Line Voltage / T : -

,TEST SPECIFICATIONS / Jls#
Calibration

DATE OF TEST / HizsAHHE] : 20 November 2021

TEST RESULTS / JEReE R

The results apply to the particular unit-under-test only.
The results do not exceed manufacturer's specification. (after adjustment)
The results are detailed in the subsequent page(s).

The test equipment used for calibration are traceable to National Standards via :

- The Government of The Hong Kong Special Administrative Region Standard & Calibration Laboratory
- Agilent Technologies / Keysight Technologies

- Fluke Everett Sgrvice Center, USA

Tested By : lr‘r\k’\ g ’ '
Al HT Wong
Assistant Engineer

Certified By : /_fﬁ’{l-::D Date of Issue i 22 November 2021

% KZC TaE = HE
Engineer "

The test equipment used for calibration is traceable to the National Standards as specified in this certificate. This certificate shall not be reproduced except in full, without the prior
written approval of this laboratory. )

A SR IE P B b T SO MRS R A s S T A -

Sun Creation Engineering Limited -~ Calibration & Testing Laboratory
c¢/o 4/F, 1 Hing On Lane, Tuen Mun, New Territories, Hong Kong
WEE TR ] - BOE R T

clo FHEEHFLLFTEZE -4

Tel/#iah: (852) 2927 2606  Fax/HiTL: (852) 2744 8986 F-mail 75: callabia suncreation.com Website/#dht: www.suncreation.com

Page I of 4



Sun

. BRI ITREERAT

Femeemell 72 | Sun Creation Engineering Limited

Calibration & Testing Laboratory

Certificate of Calibration Certificate No. :  C216702
I o - | mEaEw

A =

L. The unit-under-test (UUT) was allowed to stabilize in the laboratory for over 12 hours, and switched on to
warm up for over 10 minutes before the commencement of the test.

2. Self-calibration using the internal standard (After Adjustment) was performed before the test 6.1.1.2 to 6.3.2.

3. The results presented are the mean of 3 measurements at each calibration point.

4, Test equipment :
Equipment ID Description Certificate No.
CL280 40 MHz Arbitrary Waveform Generator C210084
CL281 Multifunction Acoustic Calibrator AV210017

5. Test procedure : MAI0IN.

6. Results :

6.1 Sound Pressure Level

6.1.1  Reference Sound Pressure Level

6.1.1.1 Before Adjustment

UUT Setting Applied Value uuT IEC 61672
Range Function Frequency Time Level Freq. Reading Class 1 Spec.
(dB) Weighting | Weighting | (dB) (kHz) (dB) (dB)
30-130 La A Fast 94.00 1 *.96.0 =1.1

* Out of IEC 61672 Class 1 Spec.

© 6.1.1.2 After Adjustment

UUT Setting Applied Value uuT IEC 61672
Range Function | Frequency Time Level Freq. Reading Class 1 Spec.
(dB) Weighting | Weighting | (dB) (kHz) (dB) (dB)
30-130 La A Fast 94.00 1 94.0 +1.1
6.1.2  Linearity
: ' UUT Setting Applied Value uuT
Range Function Frequency Time Level Freq. Reading
(dB) Weighting Weighting (dB) (kHz) (dB)
30-130 La A Fast 94.00 W] 94.0 (Ref)
104.00 ~ 104.1
114.00 114.1

IEC 61672 Class 1 Spec. : = 0.6 dB per 10 dB step and + 1.1 dB for overall different.

The test equipment used for calibration is traceable to the National Standards as specified in this certificate. This certificate shall not be reproduced excepfiin full, without the prior
written approval of this laboratory.
ARG TR AL PIRAE A By e SRR RIRERAE o FaATRdr 458 T su A Nar T i i -

Sun Creation Engineering Limited - Calibration & Testing Laboratory
¢/o 4/F, 1 Hing On Lane, Tuen Mun, New Territories, Hong Kong
BRI LR IR ] - BOE RS rE iR

clo FFHETR AP TEIAZ L -GRITaE
Tel HEEE: (852) 2927 2606 FaxAWi1L: (852) 2744 8986 E-mail/E23: callabla suncreation.com Website #89h0L: www.suncreation.com Page 2 of 4
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Calibration & Testing Laboratory

BRI ITEBRA

2 . Sun Creation Engineering Limited

Certificate of Calibration

FRIE

6.2

6.3

6.3.1

6.3.2

Certificate No. : C216702
Fas BB
TATA=]
Time Weighting
UUT Setting Applied Value uuT IEC 61672
Range Function Frequency Time Level Freq. Reading Class 1 Spec.
(dB) Weighting | Weighting | (dB) (kHz) (dB) (dB)
30-130 La A Fast 94.00 1 94.0 Ref.
Slow 94.0 +0.3
Frequency Weighting
A-Weighting
UUT Setting Applied Value UuT IEC 61672
Range Function | Frequency Time Level Freq. Reading Class 1 Spec.
(dB) Weighting | Weighting | (dB) (dB) (dB)
30-130 Ly A Fast 94.00 63 Hz 67.7 262+ 1.5
125 Hz 7.7 -16.1+£ 1.5
250 Hz 85.3 -8.6+1.4
500 Hz 90.7 32414
1 kHz 94.0 Ref.
- 2 kHz 95.2 +1.24 1.6
4 kHz 95.0 +1.0x1.6
8 kHz 92.9 -1.1 (#2.1,;-3.1)
16kHz | 86.0 6.6 (+3.5:-17.0)
C-Weighting
UUT Setting Applied Value UuT IEC 61672
Range Function | Frequency Time Level Freg. Reading Class 1 Spec.
(dB) Weighting | Weighting (dB) (dB) (dB) »
30-130 Lc C Fast 94.00 63 Hz 93.1 0.8=+1.5
125 Hz. 93.8 02=1.5
250 Hz 94.0 0.0+14
< 500 Hz 94.0 0.0+14
1 kHz 94.0 " Ref. #
2 kHz 93.8 02+£1.6
4 kHz 93.2 -0.84+1.6
8kHz | 91.0 30 (+2.1 ; 3. 1)
16 kHz 84.1 -8.5 (+3.5;-17.0)

The test equipment used for calibration 15 traceable to the National Standards as specified m this certificate. This certiticate shall not be reproduced except in luli without the prior
written approval of this laboratory.

R 7 SR Pl e T B B

o JafEREN A AT

Sun Creation Engineering Limited — Calibration & Testing Laboratory
¢/o 4/F, 1 Hing On Lane, Tuen Mun, New Territories, Hong Kong

BRI TR AR Y] - FOE BRI

clo it

(Dl RS
TeliEi%: (852) 2927 2606

R

Fax/{#EL: (852) 2744 8986

ARG AL -

E-mail T2 3: callabla suncreation.com

Website/fd4kE: www.suncreation.com
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Sun

Bl: caTrsRAT

el 72 Sun Creation Engineering Limited

Calibration & Testing Laboratory

Certificate of Calibration Certificate No. :  C216702
ST S% : B L
Tﬁiﬂi nﬂ% ' K
s Remarks : - UUT Microphone Model No. : UC-59 & $/N : 13748
. - Mfi’s Spec. : IEC 61672 Class 1

- Uncertainties of Applied Value: 94 dB :63Hz-125Hz :+£0.35dB
250 Hz-500Hz :+0.30dB

1 kHz :+020dB

2kHz-4 kHz :+0.35dB

8 kHz :+0.45dB

. . 12.5 kHz :+0.70 dB
104 dB: 1 kHz :£0.10 dB (Ref. 94 dB)
114 dB : 1 kHz :£0.10 dB (Ref. 94 dB)

- The uncertainties are for a confidence probability of not less than 95 %.

Note :
Only the original copy or the laboratory’s certified true copy is valid.

The values given in this Certificate only relate to the values measured at the time of the test and any

i uncertainties quoted will not include allowance for the equipment long term drift, variations with environment
changes, vibration and shock during transportation, overloading, mis-handling, or the capability of any other
laboratory to repeat the measurement. Sun Creation Engineering Limited shall not be liable for any loss or
damage resulting from the use of the equipment.

The test equipment used for calibration is traceable to the National Standards as specified in this certificate. This certificate shall not be reproduced except in full, without the prior
written approval of this laboratory. )

i [ sl s P il A L RSRS8O B P ) B e S e L e s 1L |

Sun Creation Engineering Limited  Calibration & Testing Laboratory
c/o 4/F, 1 Hing On Lane, Tuen Mun, New Territories, Hong Kong
R CRRAM ] - R IE R TTEERT

/o FriEER St B Z BRIy EL

Tel/FEad: (852) 2927 2606 Fax/{iFL: (852) 2744 8986 E-mail/f53: callabla suncreation.com Website #8hE: www.suncreation.com Page 4 of 4



Annex F2

Monitoring Schedule for
Noise



Tung Chung New Town Extension (East)

Noise Monitoring Schedule iApriI 2022‘

1-Apr 2-Apr
3-Apr 4-Apr 5-Apr 6-Apr 7-Apr 8-Apr 9-Apr
Noise Monitoring Noise Monitoring
10-Apr 11-Apr 12-Apr 13-Apr 14-Apr 15-Apr 16-Apr
Noise Monitoring
17-Apr 18-Apr 19-Apr 20-Apr 21-Apr 22-Apr 23-Apr
Noise Monitoring
24-Apr 25-Apr 26-Apr 27-Apr 28-Apr 29-Apr 30-Apr

Noise Monitoring

Noise Monitoring




Annex F3

Monitoring Results for
Noise







































































































































































































































